
Data Center Power Usage as of 11/11/2016
Vendor Site Cage

Cage Allocated 
(kW) 

Single Cage 
Consumed (kW)

Single Cage 
Available (kW) % of Used power

Data Center 
Allocated Consumed Available

DC % of Used 
Power

Digital Realty DSV31 S180 738 159.38 578.62 22% 738.00 159.38 578.62 22%
W1-03 540.00 175.07 364.93 32%
W1-04 99.84 54.37 45.47 54%
E2-01 460.00 272.29 187.71 59%
E2-03 345.00 302.38 42.62 88%
CE301 661.00 11.06 649.94 2%
CE401 72.00 3.20 68.80 4% 2177.84 818.38 1359.46 38%

Coresite CLA1 Z0084 108 0 108.00 0% 108.00 0.00 108.00 0%
Equinix ESV5 51160 115 21 94.00 18% 115.00 21.00 94.00 18%

4645 173 112 61.00 65%
2240 293 128 165.00 44%
4910 951 364 587.00 38%
1535 108 20 88.00 19% 1525.00 624.00 901.00 41%

Equinix EDC4 42480 115 20 95.00 17% 115.00 20.00 95.00 17%
Switch LV7 LV7 796 344 452.00 43% 796.00 344.00 452.00 43%
Switch LV8 LV8 1337 287 1050.00 21% 1337.00 287.00 1050.00 21%
Vantage VSV1 DM9 1,000 N/A N/A 1000.00 N/A N/A 0%
Vantage VSV3 DM2 1,200 N/A N/A 1200.00 N/A N/A 0%

Totals 9111.84 2273.76 4638.08 25% 9111.84 2273.76 4638.08 25%

VECoresite

Equinix SV2

Consumed,	
2273.76,	33%

Available,	
4638.08,	67%

Total	Data	Center	
Power	Usage:	

kilowatts,	Percentage

Consumed
22%

Available
78%

DSV31	Power	Usage	
(KW)

Consumed
38%

Available
62%

VE	Power	Usage	(KW)

Consumed
0%

Available
100%

CLA1	Power	Usage	
(KW)

Consumed
18%

Available
82%

ESV5	Power	Usage	
(KW)

Consumed
41%

Available
59%

SV2	Power	Usage	
(KW)

Consumed
17%

Available
83%

EDC4	Power	Usage	
(kW)

Consumed
43%Available

57%

LV7	Power	Usage	
(kW)

Consumed
21%

Available
79%

LV8	Power	Usage	
(kW)


